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4.0 Megapixel CCD 

Canon engineers tap the power of 4 million pixels, for 
images that remain vibrantly sharp even in larger print sizes. 

High Resolution Single Focus Lens 

Count on premium optics in an ingeniously compact design 
featuring a focal length of 39mm (35mm equivalent). 

DiG!C Technology 

Canon's exclusive imaging processor delivers enhanced picture 
quality, faster processing speed and extended battery life. 

5-point AiAF Autofocus 

Very, very sharp. Here's dependably vivid focusing, combined 
with single-point AF for subjects that are far off-center. 

5.7x Digital Zoom 

Press the power zoom button and compose the perfect 
scene with a versatile focal range of 39-222mm (35mm 
equivalent). 

Macro Mode 

Lets you focus as close as 1.2 inches from your subject. 
Suddenly, a world of fascinating textures is yours. 

Quick Shot Function 

Lets you activate the shutter immediately in one stroke after 
you push the shutter button. You won't miss a shot! 

Movie Mode 

Imagine recording movies up to 3 minutes long. Play back on 
the LCD monitor or your computer. 

Direct Print and PictBridge 
No need for a computer. PowerShot 
Digital ELPH connects directly to Ca 
Card Photo Printer, Bubble Jet Dire 
Photo Printer and any printer that 
is PictBridge compatible. Great 
prints in a snap! 
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Supplied Accessories 




A. PowerShot SD10 Body 

B. Wrist Strap WS-500 

C. Battery Charger CB-2LU 

D. Battery Pack NB-3L 

E. SD Memory Card SDC-32M 

F. ArcSoft Camera Suite CD-ROM 

G. Digital Camera Solution CD-ROM 

H. Interface Cable IFC-300PCU 

I. AV Cable AVC-DC100 



Optional Accessories 




Card Photo Printer CP-300/CP-200 



All-Weather Case 
AWC-DC10 

Battery Charger 
CB-2LU 




SD Memory Card: 
32MB, 64MB 




Lithium Battery 
NB-3L 




Specifications: 

Type: Compact digital still camera with built-in flash 
and 5.7x digital zoom. 

Image Capture Devise: 4.0 M pixel, 1/2.5 charge 
coupled devise (CCD). 
Sensitivity: Auto; 50/100/200/400 
(Equivalent to ISO). 

Resolution (Recording Pixels): 2,272 x 1,704 
(Large), 1,600 x 1,200 (Medium 1), 1,024 x 768 
(Medium 2), 640 x 480 (Small), 320 x 240 or 
160x120 (Movie). 

Image Quality Modes: Normal, Fine, Superfine. 

File Format: Design rule for Camera File System, 

DPOFVer. 1.1 (Digital Print Order Format). 

JPEG (Exif 2.2 compliant). 

Image Recording Format: Still Image: JPEG; Movie: 

AVI. (Exif 2.2 compliant). 

Recording Media: SD Memory Card. 

Shooting Modes: Auto, Manual, Slow shutter, 

Quick Shot, Stich Assist, Movie. 

Photo Effect: Vivid, Neutral, Low Sharpening, 

Sepia, Blacks White 

Playback Modes: Single, Index (9 Thumbnails), 
Magnification, Slide Show or Movie 
Erase Mode: Single Images, All Images 
Interfaces: USB (mini-B), Audio/Video output. 



Image Storage Capacity 



Direct Printing: Canon Photo Printers & Bubble Jet 
Direct Photo Printers, PictBridge Compatible Printers. 
Lens: 39mm f/2.8-5.6 zoom lens (35mm film 
equivalent). 

Shutter Speed: 15-1/1500 sec. Slow shutter 

operates with noise reduction. 

Focus Range: Normal AF: 4 in. (lOcm)-infinity; 

Macro AF: 1.2-4 in.(3-10cm). 

Light Metering Method: Evaluation, Center-weighed 

average metering, Spot metering. 

Exposure Control: Program AE. 

Compensation: +/-2.0 EV in 1/3 step increments. 

Built-in Flash: Auto, Red-eye reduction auto, On, 

Off, Slow-syncro. 

Flash Range: Balance (Avail, settings: Daylight, 
Cloudy, 

White Balance Control: Auto, Pre-set (Daylight, 
Cloudy, Tungsten, Fluorescent, Fluorescent H), & 
Custom White Balance. 

LCD Viewfinder: 1.5 in. low-temperature polycrys- 
talline silicon TFT color LCD (Approx. 78000 pixels). 
Power Source: Rechargeable Litium-ion battery 
(NB-3L). 

Dimensions: 3.6" x 1.9" x 0.7"/90.3 x 47.0 x 18.5mm 
Weight (w/o batteries or SD card): Approx. 
3.5 oz./lOOg (camera body only) 
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Note: N=Normal F=Fine SF=SuperFine 

Storage capacity varies depending on the scene or the subjects. This data is estimated from Canon's standard shooting conditions. Figures for Movie 
Mode represent total capacity of SD Memory Card, individual movie clips are limited to 30 sec. (High/640 x 480) or 3 minutes (Medium, Low) in length. 
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System Chart 

Cases - 



- Battery and Charger - 

0 □ 




Card Photo Printers 



AV Cable AVC-DCIOO 



Direct Interface Cable 



USB Interface Cable IFC-300PCU 



_j— SD Memory Card Reader - 

PCMCIA Card Ada P ter — Windows/Macintosh 




TZwerShot SD70 
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All data are based on Canon's Standard Test Method. Subject to change without notice. Canon PowerShot and "digital revolutionized photography we revolutionized 
digital" are trademarks of Canon Inc. All other products and brand names are registered trademarks, trademarks, or service marks of their respective owners. 



